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DELPH INS v.2.1 

Release notes 
 
These Release Notes cover known issues for DELPH INS. Please read these notes carefully before installing the 
software. 
 

WHAT’S NEWWHAT’S NEWWHAT’S NEWWHAT’S NEW    

New featuresNew featuresNew featuresNew features    

DINS-2892 Support of Decoded PHINS post-processing files 
DINS-2899 Smart Heave™ algorithm integration 
DINS-2908 Synchronize output from an external file 

EnhancementsEnhancementsEnhancementsEnhancements    

DINS-2360 Automatic refresh of the curves 
DINS-2763 User defined color for Google Earth dots 
DINS-2876 Restrict import of raw post-processing data to a period 
DINS-2877 Add a feature to change the equipment type of one raw data file 
DINS-2903 Add an offset when formatting physical values 
DINS-2907 Move the position of the separator in the hierarchical grids 
DINS-2922 Warning when UTC info is missing in Google Earth 
DINS-2946 Remove a curve from a graph 
DINS-2947 Change the color of a curve 
DINS-2975 Load external Range meter / LBL files 
DINS-2976 Load external USBL files 
DINS-2977 Overlay of altitudes and depths into the same graphic 
DINS-2981 Enable altitude modes for HYDRINS 
DINS-2898 Algorithm kernel v 143b integration 
DINS-2902 Support of 20Hz post-processing file 
DINS-2905 Algorithm kernel v 145 integration 
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DINS-2911 Add default templates to export IMU data 
DINS-2923 Add release date of the version in the about box 
DINS-2994 Algorithm kernel v 146 integration 

Bug fixedBug fixedBug fixedBug fixed    

DINS-2829 Rename channel in the export dialog box 
DINS-2893 Post-processed GPS is not time synchronized in Google Earth 
DINS-2897 Numeric and Physical formatter should format 'int', 'short' and 'char' fields 
DINS-2910 Support of Web MMI configuration files 
DINS-2921 Can’t load external GPS NMEA files with bad checksum 
DINS-2924 Bad UTC synchronization leads to a 'Timestamping issue between forward and backward data' 
DINS-2944 Document post-processed GPS file format 
DINS-2945 PosPAC post-processed GPS not recognized 
DINS-2951 Geoidal separation is not applied correctly 
DINS-2952 Geoidal separation not extracted from NMEA file 
DINS-2978 UTC year on 2 digits not supported 
DINS-2980 The setting forceAltitudeModeGps cannot be disabled for HYDRINS 
DINS-2992 The housing for ROVINS is "Octans" 
DINS-2993 POSPac SBET export should output time as week seconds 
 

KNOW ISSUESKNOW ISSUESKNOW ISSUESKNOW ISSUES    

DINS-2320 Sentinel library installation v.6.6 may fail if a previous version of the library is already installed on 
the computer. 
Workaround: uninstall Delph INS and uninstall the Sentinel library, then re-install Delph INS 

DINS-2321 When installing DELPH INS v.2.0 under Microsoft Windows Vista or Microsoft Windows 7 
operating system the user preferences are not saved when the user exits the application. 
Workaround: change the user access rights on the Delph INS installation folder (ie 
C:\Program\IXSEA\Delph INS) to permit modification on this folder for computer users 

DINS-2506 .popin, .popout ans .popudt file type must be registered 
DINS-2545 Sometime filled polygons appears in the graphs 
DINS-2717 When changing the time offset value for a DVL the Water track graphs should be offset by this 

value 
DINS-2708 When opening a project with a missing data file the graphics are empty 
DINS-2709 The Output panel content is freezed when too much information is displayed 
DINS-2597 The display of data can be very long 
DINS-2792 Decimation issues when drawing curves 


